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Abstract: The limits of previous methods prompt us to design a new approach (named PRESTAGE) to predict

proton single event effect (SEE) cross-sections using heavy-ion test data. To more realistically simulate the SEE

mechanisms, we adopt Geant4 and a location-dependent strategy to describe the physics processes and the sensitivity

of the device. Cross-sections predicted by PRESTAGE for over twenty devices are compared with the measured data.

Evidence shows that PRESTAGE can calculate not only single event upsets induced by indirect proton ionization,

but also direct ionization effects and single event latch-ups. Most of the PRESTAGE calculated results agree with

the experimental data within a factor of 2–3.
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1 Introduction

Energetic protons and heavy ions (HIs) in space can
induce single event effects (SEEs) such as single event up-
sets (SEU) and single event latch-ups (SEL) in electronic
devices [1–5]. Those effects can significantly damage the
on-orbit safety of satellites and spacecraft. In the eval-
uation of SEE risk in space, device error rates induced
by both protons and HIs should be predicted. Protons
are of more concern to researchers in certain applica-
tions due to their large flux in space. Although the most
reliable way to calculate proton induced error rate for
a device is to use experimentally measured proton SEE
cross-sections, many attempts have been made to derive
them from HI test data, denoted as SEE cross-sections
varying with the LET (Linear Energy Transfer) of the
testing ions. This is mainly because HI tests are nor-
mally deemed to be essential and proton tests can lead
to additional expenses for the researchers.

During the past two decades, several methods have
been reported for deriving the proton SEE sensitivity of
devices from HI test data, including the BGR [6], Pe-
tersen [7], PROFIT [8], Barak [9] and PROPSET [10]

models. These models are able to make accurate predic-
tions in some cases. However, they are not suitable for
calculating cross-sections induced by proton direct ion-
ization. Moreover, the errors of using these models for
SEL cross-section predictions could be higher than 2 or-
ders of magnitude [11]. The reason is that most of these
models are concerned with only the proton indirect ion-
ization mechanism and employ numerous assumptions
to simplify the analyses. In this work, a new method
named PRESTAGE (PRoton-induced Effects Simulation
Tool bAsed on GEant4) is proposed by adopting Geant4
[12–13] and a strategy of location-dependent sensitivity.
Its calculation results for SEU and SEL effects of more
than 20 devices are compared to the measured data.

2 Methodology

PRESTAGE uses Geant4 (version 9.6) as the basic
platform to perform proton SEE simulations. Geant4
is an advanced Monte Carlo (MC) toolkit for simula-
tions of energy deposition by particles passing through
matter. The composition and use of PRESTAGE involve
three procedures: device modeling, effect simulation, and
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cross-section calculation.
In the first procedure, the rectangular parallelepiped

(RPP) method [14] is used for the device modeling. The
RPP model describes the cell of the device as a box
containing an RPP-shaped sensitive volume (SV). Pa-
rameters indicating the SEE sensitivity of the device in-
clude the critical charge Qc and geometrical parameters
of the SV (lateral dimensions Dx, Dy and the thick-
ness TSV). These sensitive parameters are mainly derived
from Weibull fitting [15] of the HI test data:

F (L) =

{

A{1−exp{−[(L−L0)/W ]s}} L > L0

0 L < L0

(1)

where A is the limiting cross section, L0 is the thresh-
old LET in unit of MeV·cm2/mg, W is the width of the
distribution, and s is the shape parameter.

Dx and Dy are determined by: Dx = Dy =
√

A [14].
TSV is closely related to the depth of the depletion area in
junctions, and cannot be calculated from Weibull param-
eters. This value is normally obtained by experimental
methods such as destructive physical analysis [15], pulse
laser tests [16] or HI experiments [17]. Qc is the minimum
amount of charge that must be collected by the device
for an SEE to occur. Assuming all the charge generated
in and only in the SV is collected, we calculate Qc in unit
of fC by:

Qc = 10.36 ·Lc ·TSV (2)

where TSV is the thickness of the SV in unit of µm
and Lc is the critical LET. The constant 10.36 is cal-
culated based on the fact that the energy needed to
create an electron-hole pair in silicon is approximately
3.6 eV, and that the charge carried by an electron is
about 1.602×10−19 C. For a particular value of TSV, Lc

directly determines the critical charge Qc. According to
Petersen et al. [10, 18, 19], the sensitivity to SEEs is
“location-dependent” within the SV and a reasonable
way of deciding Lc is by taking the inverse of equation
(1):

Lc = L0 +W

[

− ln

(

1− Ai

A

)]1/s

, (3)

where L0, W , A, and S are the Weibull parameters fitted
from the HI test data, and Ai is the top surface area of
the sub-volume i in the SV.

Before the second procedure - effect simulation - the
device modeling discussed above has to be realized in
Geant4 (see Fig. 1). First, a box containing an RPP SV
is defined representing the device under consideration.
The SV is made of silicon with lateral dimensions Dx

and Dy. SiO2 and other materials, representing the over
layers and surroundings of the device, are also added to
the box. Second, the SV is divided into a number (more
than 20) of sub-volumes, V1, V2 . . . Vi . . . VN , following

Petersen’s location-dependent sensitivity strategy. All
these sub-volumes are concentric with each other and
are placed in such a way that V1 lies inside V2, V2 in-
side V3. . . ... and finally VN−1 lies inside VN . All these
sub-volumes have the same thickness (TSV) but increas-
ing top surface areas denoted as Ai(1 6 i 6 N), with
AN equal to the Weibull parameter A. Qci, the critical
charge of Viwith the top surface area Ai, is calculated
from equations (2) and (3). All the physics processes
required to run the simulation, including ion physics,
hadron physics and lepton physics, etc., are contained
in the Physics List [20]. Geant4 then automatically han-
dles the ionization and nuclear reaction processes based
on nuclear data libraries, including the Evaluated Nu-
clear Data File (ENDF) from the USA.

over layers

sensitive volume

silicon bulk

(V4, A4, Qc4,) 

(V2, A2, Qc2,) 
(V1, A1, Qc1,) 

(V3, A3, Qc3,) 

D
x

D y

Tsv

proton

Fig. 1. (color online) Diagram of the device model-
ing. Only four sub-volumes in the SV are shown.
Note that VN contains VN−1, i.e. V2 is the purple
volume plus the red one.

Figure 2 shows a simplified flow chart of the effect
simulation process. A number of protons (Nt) with the
same energy hit normally and randomly at the upper
surface of the box. For one proton penetration, if the
charge deposited in Vi exceeds Qci, the sub-volume Vi

is marked. An SEE is deemed to be triggered if one or
more sub-volumes are marked after the proton penetra-
tion process.

The last process, cross-section calculation, occurs
when the effect simulation of Nt protons is finished. The
total number of triggered SEEs, Ne is counted and the
SEE cross-section can be calculated by the relation:

σp =
Ne

Nt

·Ab (4)

where σp is the calculated SEE cross-section induced by
protons and Ab is the upper surface area of the box. To
evaluate the validity of PRESTAGE, calculations were
performed with several devices that had been tested un-
der both proton and HI beams.
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Fig. 2. Flow chart of the effect simulation process.

3 Calculation results for SEU effects

It is traditionally believed that protons, with low
LET values, cause SEEs mainly by the nuclear reaction

(indirect ionization) mechanism. In recent years, how-
ever, various studies have reported that proton direct
ionization can also induce SEUs in certain nano-scale
devices, and the corresponding SEU cross-section could
be 3–4 orders of magnitude higher than the saturation
cross-section induced by the nuclear reaction mechanism
[4–5]. In this section, PRESTAGE calculations for SEU
effects induced by both direct and indirect ionizations
are performed.

3.1 Proton indirect ionization

The validity of PRESTAGE for prediction of SEU ef-
fects induced by proton indirect ionization was studied
by calculating cross-sections for the configuration mem-
ory of Xilinx Virtex-II X-2V1000 [21]. This device is a
Field Programmable Gate Array (FPGA) fabricated in
0.15 µm bulk CMOS technology. PRESTAGE input val-
ues (listed in Table 1), such as the Weibull parameters of
the HI test data and the TSV, had been reported previ-
ously in the literature [10, 21]. A 2 µm SiO2 layer above
the SV was assumed as representative of the passivation
layer.

Table 1. Device names and published PRESTAGE input parameters.

device
L0

/(MeV ·cm2/mg)
A/(cm2/bit) W s TSV/µm Ref.

Xilinx Virtex-II FPGA Config

Mem
1.00 4.37×10−8 33.0 0.80 0.15 10,21

90-nm SRAM 0.33 5.76×10−8 22.8 1.07 0.10 10,22

Figure 3 shows the result of PRESTAGE calculated
upset cross-sections at various incident proton energies
for the Virtex-II FPGA configuration memory in com-
parison with the measured data [21]. The error bars are
statistical only [25]. Predictions using Barak, Petersen
and PROPSET models are also shown in the figure. The
Barak and Petersen models are semi-empirical methods.
To simplify the analysis and get an analytical solution,
SVs of devices in these models are usually assumed to
be a dot or an infinite volume [6, 7, 9] while consider-
ing the influential energy deposited by the recoils. In
reality, the situation is much more complex. PROPSET
and PRESTAGE adopt the location-dependent sensitiv-
ity strategy [10, 18, 19] as a more sophisticated way to
describe the SV and its susceptibility to radiation. As
a result, the predictions of PRESTAGE and PROPSET
are shown in better agreement with the measured data
(see Fig. 3), and most of the predicted cross-sections
agree with the experimental data within a factor of two.

PRESTAGE differs from PROPSET. When launch-
ing an event, PROPSET immediately generates nuclear
reactions within the SV, whereas PRESTAGE realisti-
cally tracks the proton from the top surface of the device,

through the over-layers, and into the SV. This feature en-
ables PRESTAGE to simulate not only proton indirect
ionization but also direct ionization effects.

Fig. 3. (color online) Comparison of proton in-
duced SEU cross-sections for the Xilinx Virtex-
II FPGA configuration memory predicted by
PRESTAGE and other models with measured re-
sults. Calculation results of Petersen’s model are
taken from Koga et al. [21].
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3.2 Proton direct ionization

A SRAM bit cell fabricated in commercial 90-nm pro-
cess was used to evaluate the validity of PRESTAGE in
predictions of SEU effects induced by proton direct ion-
ization. The corresponding HI tested data was taken
from Cannon et al. [22]. In this simulation, the passiva-
tion layers of the device were modeled as a 4.9-µm-thick
polyimide layer above an 8.9-µm-thick oxide layer [22].
Other PRESTAGE input variables, such as the TSV and
the Weibull fitting parameters, are listed in Table 1. Fig.
4 shows the calculated results by PRESTAGE and other
methods at different incident proton energies compared
to the measured cross-sections reported in [22]. Unlike
upsets of the Virtex-II FPGA that result entirely from
the nuclear reaction mechanism, upsets of the 90-nm
SRAM can also be induced by proton direct ionization.
As can be seen in Fig. 4, the cross-sections calculated by
PRESTAGE agree with the experimental data in both
direct and indirect ionization regions. Our calculations
also show that at incident energies below ∼4 MeV, the
proton direct ionization mechanism dominates the upset
process whereas at higher energies the indirect ionization
is the main mechanism causing the upsets. As there is a
lack of experimental data points at proton energies from
2 to 10 MeV, further experiments and tests are required
to verify this prediction.

Predicted values using the Barak and Petersen mod-
els are also displayed in Fig. 4. Referring to our data,
the measured results match the Barak curve more closely
than the Petersen curve in the nuclear reaction range.
Neglecting the direct ionization mechanism, they both

fail to accurately predict cross-sections at low proton en-
ergies.

Fig. 4. (color online) Comparison of PRESTAGE
predicted SEU cross-sections for the 90-nm
SRAM[22] induced by both proton direct and indi-
rect ionizations, with measured data. Calculation
results from Barak and Petersen models are also
shown.

3.3 Other results for SEU effect calculations

A number of components that have been tested for
SEUs under heavy ion and proton beams are listed in
Table 2. The fitted Weibull parameters and the nomi-
nal SV thicknesses have been reported [10]. PRESTAGE
was used to calculate the saturation cross-section (σsat)
induced by protons with incident energy of 200 MeV for
these parts. The calculated and measured σsat are com-
pared in Table 3, and their ratio (calculated σsat divided
by measured σsat) is also given.

Table 2. Information of parts susceptible to SEU. The part numbers in this paper, the part IDs, the published
Weibull parameters and nominal SV thicknesses.

part # part ID
L0

/(MeV ·cm2/mg)
A/ (cm2/bit) W s TSV/µm

1 IBM 16MEG 1.7 7.74×10−9 20 3 0.2

2 01G9274 1.6 2.30×10−8 28 3.25 0.2

3 LUNA C 3.2 8.93×10−9 14 3 0.2

4 1601 EPI 2.75 6.25×10−6 30 1.5 1.0

5 OW62256 2.9 1.90×10−6 14 2.3 1.0

6 SMJ44100 1.39 4.76×10−7 15 1.21 1.0

7 62256 1.6 2.44×10−6 20 1.65 1.0

8 MT4C1004C 1.49 3.09×10−7 20 1.2 1.0

9 HM6116 4.2 4.12×10−6 7.9 2.5 1.0

10 62832H 3.4 3.80×10−7 20 1.5 1.0

11 TC514100Z-10 0.86 5.00×10−7 18 1.15 1.0

12 HM 65656 1.5 4.20×10−7 12 1.75 1.0

13 MB814100 10PSZ 1.15 7.62×10−7 15 1.35 1.0

14 HYB514100J 10 0.86 5.00×10−7 14 1.1 1.0

15 93L422-Fairchild 0.6 2.60×10−5 4.4 0.7 2.0
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Table 3. Measured and calculated results of parts susceptible to SEU. The part numbers, measured proton satura-
tion cross-sections, PRESTAGE and PROPSET [10] calculated saturation cross-sections, and their ratios to the
measured data. Errors in PRESTAGE calculations are statistical only.

part #
measured σsat

/(cm2/device)

PRESTAGE

calculated σsat

/(cm2/device)

PRESTAGE

ratio

calc/measured

PROPSET

calculated σsat

/(cm2/device)

PROPSET

ratio

calc/measured

1 2.12×10−8 (9.20±1.20)×10−9 0.43±0.05 2.85×10−8 1.81

2 4.19×10−9 (4.70±0.33)×10−9 1.11±0.08 1.68×10−8 4.01

3 2.12×10−8 (1.70±0.14)×10−8 0.80±0.07 7.76×10−8 3.36

4 9.00×10−8 (1.28±0.15)×10−7 1.43±0.17 1.75×10−7 1.94

5 8.70×10−8 (2.69±0.32)×10−7 3.09±0.37 2.71×10−7 3.12

6 7.00×10−7 (1.01±0.13)×10−6 1.44±0.19 2.08×10−6 2.90

7 1.47×10−7 (3.90±0.44)×10−7 2.60±0.39 4.46×10−7 3.15

8 2.94×10−7 (8.69±1.65)×10−7 2.95±0.56 9.41×10−7 3.20

9 4.59×10−8 (6.24±1.62)×10−8 1.36±0.35 8.98×10−8 1.96

10 2.89×10−8 (4.87±0.88)×10−8 1.68±0.30 4.06×10−8 1.41

11 1.00×10−6 (1.60±0.23)×10−6 1.60±0.22 2.07×10−6 2.07

12 2.98×10−8 (8.03±1.12)×10−8 2.70±0.38 1.17×10−7 3.91

13 6.90×10−7 (2.86±0.40)×10−6 4.14±0.58 3.45×10−6 5.00

14 1.46×10−6 (2.07±0.29)×10−6 1.41±0.20 2.72×10−6 1.86

15 1.42×10−7 (9.80±1.30)×10−8 0.69±0.09 1.10×10−7 0.78

Table 3 presents the measured and PRESTAGE cal-
culated results for the devices listed in Table 2. Pre-
dictions from PROPSET [10] are also provided as a ref-
erence. As can be seen, the PRESTAGE calculated σsat

agrees with the measured σsat within a factor of three for
most cases. Moreover, PRESTAGE tends to moderately
over-predict the limiting cross-section, which is favorable
for a conservative estimation of risk in space.

4 Calculation results for SEL effects

SEL effects used to be difficult problems to solve, be-
cause the corresponding effective depths of SV are usu-
ally comparable to the ranges of the recoils generated
from nuclear reactions between the proton and silicon
[9]. Models such as Barak or BGR could be used to
give analytical solutions for very small or large SVs, as

they simplify the SV either to a dot or to an infinite
volume. But in cases of SEL, where the SV dimensions
are comparable to the recoil ranges, calculation errors of
these models could be unacceptable [9, 11]. In this sec-
tion, SEL cross-sections predicted by PRESTAGE are
presented.

Table 4 presents the information of five semiconduc-
tor devices which are susceptible to SEL. The Weibull
parameters were reported by Normand [23], and the cor-
responding TSVvalues were presented by Johnston et al
[24]. PRESTAGE was used to calculate the SEL cross-
sections induced by 200 MeV protons based on the infor-
mation provided in Table 4. Table 5 presents the com-
parison between the calculated results and the measured
data [23]. The ratio in the last column is the PRESTAGE
calculated cross-section divided by the measured one.
Good agreement is observed in the comparisons.

Table 4. Information of parts susceptible to SEL, including the part IDs, published Weibull parameters, and pub-
lished nominal SV thicknesses of the parts.

part ID L0 /(MeV·cm2/mg) A/ (cm2/bit) W s TSV/µm

K-5 0.10 2.90×10−1 54.1 3.34 3.5

32C016 1.20 5.00×10−2 42.3 2.51 13

LSI-64811 1.4 2.00×10−1 35.8 4.44 15

NCE4464JPL 1.00 1.20×10−1 18.5 3.78 15

HM65162-85 2.30 2.00×10−2 8.48 3.33 18
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Table 5. Measured and calculated results of parts susceptible to SEL, including the part IDs of the devices, the
measured and PRESTAGE calculated saturation cross-sections and their ratios. Errors in PRESTAGE calculations
are statistical only.

part ID
measured σpr

/(cm2/device)

PRESTAGE calculated

σpr/(cm2/device)

ratio

calc/measured

K-5 6.60×10−9 (8.25±1.16)×10−9 1.25±0.18

32C016 1.00×10−9 (1.65±0.21)×10−9 1.65±0.23

LSI-64811 1.70×10−11 (5.48±0.87)×10−11 3.22±0.52

NCE4464JPL 2.00×10−10 (3.60±0.50)×10−10 1.80±0.25

HM65162-85 4.00×10−10 (8.40±1.03)×10−10 2.10±0.29

5 Conclusion

A Monte Carlo method - PRESTAGE - was proposed
to calculate SEE cross-sections induced by protons. Dif-
ferent from previous methods, PRESTAGE describes the
physics processes and susceptibility of the device in a
more realistic way by adopting Geant4 and the strategy
of location-dependent sensitivity in the SV. It is able to

predict not only SEUs induced by proton indirect ion-
ization, but also SELs and direct ionization effects. We
used PRESTAGE to calculate SEE cross-sections of more
than 20 devices triggered by protons with different en-
ergies. Most of the calculated results agreed with the
measured data within a factor of 2-3. The agreement in-
dicates that PRESTAGE provides a reliable way of pre-
dicting proton SEE sensitivity, especially in situations
where proton beam tests are not available.
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